
Note:    1. The screen interval lists the footage of the pipe perforations, not the top and bottom of screen joints. 

Well casing: 4.5-in. I.D., 5.0-in. O.D., 304
stainless steel with external couplings

Well T. D. = 886.3 ft.

Total depth drilled = 935.0 ft.

12.25 in. borehole 92.0 ft. to 280.0 ft. 

22 in. borehole to 38.0 ft. 

Pipe-based screen: 4.5-in. I.D., 5.563-in. O.D., 304 stainless steel with s.s. wire wrap; 0.010-in slot.

Screen #1
(816.0 ft. to 873.2 ft.)

 18 in.cemented casing 0 to 37 ft. 

10.625 in. borehole 280.0 ft. to 935.0 ft. 

Slough 

20/40 sand

30/70 sand

Bentonite 

20/40 Sand

KEY TO MATERIALS USED

Cement

Bentonite 

30/70 Sand

Well Screen

Slough

Drawing Not to Scale
All depths are below ground surface

Note:

Concrete

3. The upper intervals of slough consist of basaltic gravels; slough at the base of the borehole
    consists of Santa Fe Group sands.  
4. Centralizers not placed due to use of 9-5/8" casing for borehole stability.
5. Dedicated pump location not shown.
6. Well sump interval: 873.2 to 886.3 ft.

Cement0 to 32.5 ft.

2.6 ft. stick-up 10.75 in. protective casing
Concrete pad
 (5 ft x10 ft x 12 in)

883.0 to 935.0 ft.

281.0 to 303.0 ft.

789.0 to 883.0 ft.

782.5 to 789.0 ft.

607.7 to 782.5 ft.

2.

Bentonite 
Bentonite Cement

Cement
44.0 to 62.0 ft.
69.0 to 76.0 ft. 62.0 to 69.0 ft.

32.5 to 44.0 ft.

194.0 to 281.0 ft.

186.7 to 194.0 ft.

Bentonite 76.0 to 186.7 ft.

303.0 to 315.0 ft. Cement
Slough 

Slough 

Bentonite 315.0 to 528.5 ft.

528.5 to 607.7 ft.

Bentonite 

Slough 

16 in. borehole 38.0 ft. to 92.0 ft. 

Locking cover


